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                    Material Safety Data Sheet

      
	


	                                                                          CURING AGENT B


		
Manufacturer’s Name:					Emergency Tel. No.
One Coat Technologies, LLC	                                           Chemtrec:  800-424-9300
5411 Enterprise Drive
Lansing, MI 48911

	Chemical Name and Synonyms:  			Trade Name and Synonyms:
	Cycloaliphatic Amine			                             Curing agent Part B

              Chemical Family:					Formula:
	N/A							N/A
		
SECTION 2-Content / Ingredients

	

	

	Hazardous Mixtures of other liquids, solids, or gases		  %.		TLV(Units)
Cycloaliphatic Amine		CAS# 2855-13-2			>1		N/A

All components of this product are listed on the EPA/TSCA inventory of chemical substances
Percentages are not accurate, trade secret.


	

	

	
	
	
	
	



SECTION 3-Physical Data




                        Boiling Point:  200+F			               Specific Gravity (H2O=1):  1.01
                        Vapor Pressure *mm. Hg. @20C):  .10		Percent Volatile by Volume (%):  0
                        Vapor Density (Air = 1):  Heavier			Evaporation Rate:  N/A
                        Solubility in Water:   Slight				PH:  >7
                        Appearance and Odor:  
                        Yellowish liquid with characteristic ammonia odor.


                                                                 SECTION 4-Fire and Explosion Data


Flash Point (Method Used)				Flammable Limits		
200+F	(Setaflash)				               LEL:  Not	Uel:  Determined

Extinguishing Media:
Water Fog, Dry Chemical, Foam, Carbon Dioxide

Special Fire Fighting Procedures:
Fire fighters should wear full protective clothing including self-contained respiratory equipment operated in a positive mode.  Use water spray to keep containers cool.

Unusual Fire and Explosion Hazards:
High temperatures and fire conditions may cause rapid and uncontrolled polymerization which can result in explosions and the violent rupture of containers.

SECTION 5-Health Hazard Data


This information is based on our present knowledge. However, this shall not constitute a guarantee for any specific product features and shall not establish a legally valid contractual relationship. 
Threshold Limit Value			
Primary routes of entry:  inhalation	
Skin Contact X.  
No OSHAACGIH have been 
Established.
Effects of Overexposure
Eyes-Moderately irritating.  
Skid-Moderate irritation, prolonged contact may cause blisters, may cause skin sensitization
Inhalation-May cause respiratory tract sensitization/irritation
Emergency and First Aid Procedure
Eyes-Flush with copious amounts of water, lifting lids and removing contact lenses to ensure complete irrigation; get medical attention.
Skin-Flush with water and then wash with soap and water, launder contaminated clothing before reuse; get medical attention if irritation persists.
Inhalation-Remove to fresh air and assist breathing as necessary; get medical attention.
Ingestion-If appreciable quantities have been swallowed get medical attention.
Medical Conditions Aggravated by Exposure
Pre-existing skin and eye disorders may be aggravated.  Persons with pre-existing skin or respiratory tract allergies may have an increased chance of allergic reactions to this product.
Carcinogen:			NTP			IARC 		OTHER
	No
H226: Flammable liquid and vapour. H301: Toxic if swallowed.
H302: Harmful if swallowed.
H311: Toxic in contact with skin.
H314: Causes severe skin burns and eye damage.
H315: Causes skin irritation.
H317: May cause an allergic skin reaction.
H331: Toxic if inhaled.
H332: Harmful if inhaled.
H341: Suspected of causing genetic defects.
H350: May cause cancer.
H361fd: Suspected of damaging fertility. Suspected of damaging the unborn child. H400: Very toxic to aquatic life.
H410: Very toxic to aquatic life with long lasting effects.
H411: Toxic to aquatic life with long lasting effects. R10: Flammable.
R20/22: Harmful by inhalation and if swallowed.
R22: Harmful if swallowed.
R23/24/25: Toxic by inhalation, in contact with skin and if swallowed.
R34: Causes burns.
R36/38: Irritating to eyes and skin.
R43: May cause sensitisation by skin contact.
R45: May cause cancer.
R50/53: Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment.
R62: Possible risk of impaired fertility. 
R63: Possible risk of harm to the unborn child. 
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SECTION 6-Reactivity Data

	
Stability		Unstable			Conditions to Avoid:  Excessive heat
			Stable:  X

Incompatibility (Materials to avoid)
Organic Acids, Mineral Acids, Bases, Will slowly corrode copper, aluminum, zinc, and galvanized surfaces.  Reducing agents, Reactive Metals


Hazardous Decomposition Products
Organic Acid Vapors, Nitric Acid

Hazardous Polymerization		May Occur			Conditions to Avoid:
					Will Not Occur:  X		None
Section 7-Spill or Leak Procedures



Steps to be taken in case material is released or spilled
Eliminated all sources of ignition and ventilate area.  Dike area to contain spill.  Use absorbent material to soak up spill.  Shovel or sweep into container for disposal.  Wash spill area with detergent solution.

Waste Disposal Method
in accordance with all Local, State, and Federal Regulations.
Section 8-Special Protection Information



Special Respiratory Protection (Specify Type)
Use NIOSH approved respirator if product has been heated to produce vapors.

Ventilation:  Local Exhaust-Normal ventilation adequate		Special:  N/A
	         Mechanical (General)-Normal ventilation adequate	Other:  N/A

Protective Gloves			Eye Protection 
Impervious		                            Chemical Goggles

Other Protective Equipment
Eyewash and safety shower

 Section 9-Special Precautions


 
Precautions to be taken in handling and storing:
Avoid contact; wear protective clothing and wash thoroughly after using.  Avoid inhalation of vapors; use only with adequate ventilation.  Do not take internally.  Avoid storage areas of excessive heat or near sources of ignition.
Description of first aid measures · General information: Symptoms of poisoning may even occur after several hours; therefore medical observation for at least 48
hours after the accident. · After inhalation:
Supply fresh air. If required, provide artificial respiration. Keep patient warm. Consult doctor if symptoms persist.
In case of unconsciousness place patient stably inside position for transportation.
· After skin contact:
Immediately wash with water and soap and rinse thoroughly.
Immediately remove any clothing soiled by the product.
If skin irritation continues, consult a doctor. · After eye contact:
Remove contact lenses if worn.
Rinse opened eye for several minutes under running water. Then consult a doctor. · After swallowing:
Rinse out mouth and then drink plenty of water.
Do not induce vomiting; call for medical help immediately.

Allergic reactions
Other Precautions:
Keep out of reach of children.

	HMIS RATING

	Health :	
	2

	Flammability :
	1

	Reactivity :
	0

	Personal Protection :
	X
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Name:  Craig Larson
Title:  Chemist
Preparation Date:  11/01/2017
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